20000203.ba v02_n796.bam.20000203 


>From ???@??? Thu Feb 3 12:57:19 2000 -0600 

Date: Thu, 3 Feb 2000 12:55:09 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2796 

Message-Id: <20000203185758 .E8AD5274C3@devel43.theporch. com> 


BOATANCHORS Digest 2796 
Topics covered in this issue include: 


1) RE: "Bluing" on metal parts... 

by "Ed Sieb" <sieb@sympatico.ca> 
2) Re: ARRRG! DROWNED RATs! 

by JACK Iverson <jackiv@juno.com> 
3) hro 500 = sx-73 fs 

by luc dugas <collins2@globetrotter.net> 
4) Hi-Mound key on your site. 

by Roy Morgan <roy.morgan@nist.gov> 
5) Re: "Bluing" Metal 

by AAFRadio@erols.com 
6) FS: Racal RA-17C-12 

by "Manuel Maseda" <mmaseda@gte.net> 
7) RE: Racal RA-17C-12 

by "Ed Sieb" <sieb@sympatico.ca> 
8) Re: RA-17C Impressive!!! 

by Morris Odell <morriso@vifp.monash.edu.au> 
9) Re: KS Quiz 

by "Prof. Arthur I. Larky" <ailO@lehigh.edu> 
10) 3 questions 

by Gary Pewitt <gpewitt@execpc.com> 
11) Re: RA-17C Impressive!!! 

by Dick Dillman <ddillman@igc.org> 
12) BE-65 from Sunday's swapmeet 

by Edward Zeranski <ezeran@concentric.net> 
13) FT-200 help, please 

by MODSTEPH@ACS.EKU.EDU 
14) Why 127V 

by "Andrew Emmerson" <midshires@cix.co.uk> 
15) RE: Microphone Flags 

by "Andrew Emmerson" <midshires@cix.co.uk> 
16) Why 127 Volts 

by "Richard Brunner" <rbrunner@gis.net> 
17) Re: Why 127V 

by JACK Iverson <jackiv@juno.com> 
18) AN/CRD-5 Direction Finding Set 


by David Stinson <arc5@ix.netcom.com> 
19) PILOT WASP 

by Allan Culbert <Allan-Culbert@uiowa.edu> 
20) RAF Indicator 

by BEN NOCK <G4BXD@compuserve.com> 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: "Bluing" on metal parts... 
Date: Wed, 2 Feb 2000 13:09:17 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFIEIECGAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Yes, I believe one such product is called "Hobby Black". 

and there are two versions -- one for brass/copper, the other for 
ferrous metals. I tried to search for the product in the 
"Walthers" model RR catalog/bible, but couldn't find it. Hope it's 
still available. 


DS atESs Original Message----- 

From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of William Donzelli 
Sent: Wednesday, February 02, 2000 12:37 PM 

To: Old Tube Radios 

Subject: RE: "Bluing" on metal parts... 


> Brass can be "blacked" by chemical means. 


I think you can get brass blackener at hobby shops that deal with high 
end models. Many railroad and ship model details are cast brass and need 
to be black for the models. 


William Donzelli 
aw288@osfn.org 


To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 


Date: Wed, 2 Feb 2000 11:47:13 -0600 

Subject: Re: ARRRG! DROWNED RATs! 

Message-ID: <20000202.130451. -426975.24.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: JACK Iverson <jackiv@juno.com> 


Dave, I have used distilled water for such disasters as this. do not 
power up until 

you have heated the things with a light bulb for a day or so, any heat 
sensitive plastic? what is a RAT, big brother to a mouse? hi hi hi 
old jack 


On Wed, 02 Feb 2000 08:32:38 -0600 David Stinson <arc5@ix.netcom. com> 
writes: 

My fumble fingers have created yet another disaster 
(so what else is new, right? ;-). 

While moving some of my display radios around, 

I knocked over a cup of (black, thank God) 

coffee and dumped it squarely 

into two very rare RAT receivers. 

These aren't Halli S-38s; only 50 were made and 
there probably aren't a dozen of each model left 

in all the world. 


Coffee is acid. I've read here repeatedly that common tap 
water contains contaminates that will eventually corrode, 
so I can't just flush them with it. 

Finding spare parts ten years from now when the coffee eats 
the coils is going to be impossible. 


Is distilled water the way to go? 
What's the opinion of our learned colleagues? 


TNX ES 73 DE Dave AB5S 


VVVVVV VV VV VV VV VV VV VV WV 


Message-ID: <38987938.440909E@globetrotter.net> 
Date: Wed, 02 Feb 2000 14:36:41 -0400 

From: luc dugas <collins2@globetrotter.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: hro 500 sx-73 fs 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


the above are for sale. also atlas rx-110. luc ve2l1gj 73s 


Message-Id: <4.2.0.58.20000202161903 . 00b69b80@sdct-sunsrvi.ncsl.nist.gov> 
Date: Wed, 02 Feb 2000 16:22:59 -0500 

To: Old Tube Radios <boatanchors@theporch. com> 

From: Roy Morgan <roy.morgan@nist.gov> 

Subject: Hi-Mound key on your site. 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


At 12:04 PM 2/2/00 -0600, you wrote: 
>Website: www.qsl.net/n4xy 


Ed, 


I surfed to your web site an got all excited at your straight key, the 
Hi-Mound HK-802. At first it looked like a Swedish key that I have. But 
it's not one. 


I got my Swedish Key from a German fellow who brought it to the US ona 
business trip. He said he'd found two in a store at home and bought them 
both. It's made by the Lennert Petterson company, apparently the company 
that for some generations has made the legendary Swedish Key. This one 
does not have the trunion bearings that I saw on old ones owed by Tom 
Perrera. It has a spring steel "bearing" and no ball bearings or needle 
bearings. It does feel very nice though. 


I wonder if you have seen such a key. 


Roy 


Roy Morgan 

Keep em glowing! K1LKY since 1959 
7130 Panorama Drive, Derwood MD 20855 
301-330-8828 


Message-ID: <3898AC09.3362549A@erols.com> 
Date: Wed, 02 Feb 2000 17:13:29 -0500 

From: AAFRadio@erols.com 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: "Bluing" Metal 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


David Stinson wrote: 

I've got some knobs made of aluminum and 

switch toggles made of either brass or steel 

which, at one time, were "blued" in some fashion. 

That is, they have a dark, near black coating 

this is not paint. You've doubtless seen this 

on "blued" firearms. 

Can anyone tell me how this "bluing" might be restored? 


VV VV VV WV 


I get all my materials for this kind of work from Brownell's 

(http: //www.brownells.com/). Note that you have to use a different 
bottle of "blueing" for every metal. They have a different one for 
brass, steel (including certain stainless grades), and aluminum (not 
anodized - that requires a dye.) Preparation is critical - it has to be 
absolutely grease-free - but it certainly makes the product look much 
better. 


73, 
Mike Hanz KC4TOS 


Message-ID: <001701bf6dd1$4b764da0$bbbd173£@manuelma> 
From: "Manuel Maseda" <mmaseda@gte.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "BoatAnchor Reflector" <boatanchors@theporch.com> 
Subject: FS: Racal RA-17C-12 
Date: Wed, 2 Feb 2000 18:00:22 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Seeing Ed's posting this morning reminded me that I have a RA-17C-12 around 
here that I'm not ever going to use. It is in very good condition and plays 
great. The RA-17C-12 is the U.S. version of the RA-17. It uses U.S. tubes 
and connectors. If someone wants it they can have it for $600. The only 
catch is that you have to arrange to pick it up in the Central Florida area. 
I will not ship it. Too heavy!! I can also deliver it to the Orlando 
hamfest on Feb. 12th. I also have a photocopy of the manual. I can send 
jpg photos on request. 


Manuel W4SSB 
Tampa, FL 


praia Original Message ----- 
From: Ed Tanton <n4xy@att.net> 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: BoatAnchor Reflector <boatanchors@theporch.com>; Randy Tudor 
<rtudor@att.net> 

Sent: Wednesday, February 02, 2000 12:00 AM 

Subject: RA-17C Impressive!!! 


> I have a confession: I bought my RA-17C several years ago. (See my website 
> in: Boatanchors > Receivers > RACAL for a very interesting story about 
THIS 

particular RA-17C.) The confession is that I powered it up on a VERY short 
indoor wire, was not impressed, and put it on the shelf. Been there until 
tonight. 


I decided I was too unhappy with the operating calibration (and one of the 
essential plug-in modules [ 'D'] didn't work) of my HRO-60 to continue 
using 

> it. So, trying to figure what to replace it with from the receivers I own, 
I 

> picked the RA-17C. When I tried it on just the short, indoor wire; it 
seemed 

that the two sharpest filters flat out didn't work. Hm-m-m. Etc. Etc. Was 


> 
> 
> 
> 
> 
> 


ever wrong!!! 


I got it onto the operating-desk, and for the 1st time this evening the 
RA-17C had a decent (enough-a G5SRV at 35 ft.) What a different animal it 
became. Hot as a pistol, with signals aplenty, and excellent calibration. 
ALL the filters worked like a million $$$, including the 100Hz filter! Of 
course stable as a rock. 


I use a setup whereby I have a Grimm RG-8103 Receiver MultiCoupler, and 16 
outputs. Online are my RACAL RA 6790/GM, ITT-Mackay Marine 3031-A, and Ten 
Tec SP-325 in the Ham Radio Receiving Rack. (There's a picture of that 
near 

> the bottom of my homepage.) So, I used the '6790 for its 1 Hz calibration 
> (actually 1 kHz was the finest I was observing/comparing.) I cross checked 
> both with 10MHz WWV, just to be sure. Only deviation was that the '17 
needs 

> to have its CAL crystal tuned about 500Hz higher. Linearity was excellent 
on 

> the RA-17C... as was everything else. 

> 

> In making my choice for an operating-position receiver (until I can go 
over 

> the HRO-60 [or get it done... any experts out there on HROs?]) I 
considered 

> my BEST BA: my R-390-A that was recently completely gone over by Chuck 


VV VV VV VV VV VHA V 


> Rippel. BUT the turns from 3.5MHz to 7 or 14MHz (it's the '.5' to '.0' -or 
> vice versa-that's the KILLER!!!) made me consider something else for the 
ham 

> station receiver. (Also, I plan to get the Sherwood Synch. Detector when I 
can afford it-so that puts the '390 in the other category from 'Ham 
Radio'... that is: SWL.) The best available then was clearly the RA-17C-if 
it would just work OK. Did it ever!!! So, I think that settles that for a 
while. I have to move a wall-shelf above the revr that is preventing it 
from 

> moving into a comfortable position, all the way back on my desk, but 
that's 

> about it. 

> 

> I DO have to stop trying to tune the MCs knob when I mean to tune KCs. 
And, 


VV V NV 


> with the vernier on the BFO, I need to do the small adjustments you make 

> during a QSO with that knob, and not (even) the KCs knob. 

> 

> I had several QSOs on 40M CW using it (with my EFJ Ranger II), and was 

> extremely pleased. 

> 

> If anyone is keeping track of RACAL SNs, let me know, and I'll send it to 
> you. 

> 

> Bottom Line: The RA-17C is a WONDERFUL receiver-as I had been told. I 

> believe my R-390-A is superior (in the condition it is NOW in-Chuck does 

> AMAZING work-there are pictures of it in the website also (Boatanchors > 

> Receivers... etc.) if you don't count the tuning business, but the RA-17C 
is 


> THE CLOSEST to it that I have seen in tube receivers-and the ability to 
move 

> that MCs knob as well as the flywheel capability of both the MCs & KCs 
(MHz 

> and kHz for you newbies) makes it a better choice for me-I believe. I'll 
put 

> a photo on the website AFTER moving the shelf, and moving it into a proper 
> position. 

> 


Ed Tanton N4XY <n4xy@arrl.net> 
Website: www.qsl.net/n4xy 
"Do what's right. You'll please some people, and amaze everyone else." 


Mark Twain 


VVVV VV VV WV 


From: "Ed Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Racal RA-17C-12 
Date: Wed, 2 Feb 2000 19:33:08 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFCEILCGAA. sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi All. 


I used to own an RA17-C12. It is an unqualified superb receiver, 

and absolutely the most stable of it's class (uses a Barlow-Wadley 

type loop circuit). The typical receiver comes with all the filters one 
would need from very narrow CW to various narrow voice b/w to wide 

for AM. (12 separate selectable bandwidths, if I recall correctly). 

The only reason I got rid of mine (reluctantly) was because it 

is very heavy, and quite deep in front-to-back dimension. It will fit ona 
desk, but it'll protrude significantly beyond the other gear. It's cast 
aluminium chassis, and lots of high quality iron make it very heavy. 

(I also had to many receivers at the time anyway... but that's another 
story.) 


These minor quibbles notwithstanding, it's great radio, quite unique 
in operation and appearance and an outstanding performer. Plus it 
uses a neat and interesting frequency read-out. (35MM film) 


Sometimes I think about getting another one..... T'll ask my wife :-) 
Ed 

VA3ES 

Siseces Original Message----- 

> From: owner-boatanchors@theporch.com 

> [mailto:owner-boatanchors@theporch.com]On Behalf Of Manuel Maseda 
> Sent: Wednesday, February 02, 2000 6:00 PM 

> To: Old Tube Radios 

> Cc: BoatAnchor Reflector 

> Subject: FS: Racal RA-17C-12 

> 

> 

> Seeing Ed's posting this morning reminded me that I have a 

> RA-17C-12 around 

> here that I'm not ever going to use. It is in very good 


> condition and plays 

> great. The RA-17C-12 is the U.S. version of the RA-17. It uses 

> U.S. tubes 

> and connectors. If someone wants it they can have it for $600. The only 
> catch is that you have to arrange to pick it up in the Central 

> Florida area. 

> I will not ship it. Too heavy!! I can also deliver it to the Orlando 

> hamfest on Feb. 12th. I also have a photocopy of the manual. I can send 
> jpg photos on request. 

> 

> Manuel W4SSB 

> 

> Tampa, FL 


Message-ID: <3898D173.59159FA8@vifp.monash.edu.au> 
Date: Thu, 03 Feb 2000 11:53:07 +1100 

From: Morris Odell <morriso@vifp.monash.edu.au> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: RA-17C Impressive!!! 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Anchorites. 

Ed Tanton wrote: 

> Bottom Line: The RA-17C is a WONDERFUL receiver 
<snip> 


As a long time RA-17C12 owner I have similar sentiments but a word of warning - 
you MUST make sure all the "Hunts" brand metal canned paper caps have been 
replaced, including the hidden ones in the various subchassis. These are 
notorious for electrical and physical leakage - much worse than the black 
beauties that have been discussed so often. They can do a lot of damage because 
of this. 


I've just finished restoring a British Solartron oscilloscope of the same era 
which had the same problem. The "Hunts" and "TCC" brand canned caps are 


universally dreadful and should be replaced on sight. 


73 de Morris VK3DOC 


Message-ID: <38988C12.480B@lehigh.edu> 

Date: Wed, 02 Feb 2000 19:57:07 +0000 

From: "Prof. Arthur I. Larky" <ailOQ@lehigh.edu> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch. com> 
CC: boatanchors@theporch.com 

Subject: Re: KS Quiz 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Richard W. Solomon wrote: 

> 

> OK guys, what does KS stand for ?? Any old-time WE guys out there. 
> (Ones who know a 416B from a 417A !!) 

> 

> 73, Dick, W1KSZ 

Kontractor Specification 

Art K3HBA 


Message-Id: <4.2.0.58.20000202192547 .00976940@mail.execpc.com> 
Date: Wed, 02 Feb 2000 19:38:50 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Gary Pewitt <gpewitt@execpc.com> 

Subject: 3 questions 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Folks, 

1. I bought a small lot of tubes from the E place in order to get a 2A3 
for my BC-610-E project 

transmitter. The box says 2A3, the tube says 6550. My meager tube manual 
library says nothing. 

Are they the same? Or did I goof up? 


2. In the same lot is a 2B22 in the sealed mil spec pouch. Now 
unsealed. Cute little octal base 
metal and glass jobbie. Any good for anything? Transmitter? vhf perhaps? 


3. I have an RCAF FRR-502 hf receiver on the way. Looked very 
interesting on you know where. 

I put in a small bid never expecting to get it and so naturally I 

did. Rack mount 2 to 30 mc with 

4 tuning drawers. So, anyone familiar with it? As always I will need a 
manual or a copy and 

any information, advice, war stories, warnings, benedictions, 
commiserations, or horselaughs. 


Still looking for a modulator deck for the 610-E Lots of luck huh? 


Thanks and 73 Gary spewitt@execpc.com 

Gary Pewitt N9ZSV/KT gpewitt@execpc.com 

6120 W. Calumet Rd. Apt. 204, Milwaukee, WI 53223 
414 355 8147 home 414 297 4307 work 

Sturgeon's Law "Ninety percent of everything is crap." 


Message-Id: <3.0.5.32.20000202172908.007d5350@pop.igc.org> 
Date: Wed, 02 Feb 2000 17:29:08 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dick Dillman <ddillman@igc.org> 

Subject: Re: RA-17C Impressive!!! 

Cc: "Randy Tudor" <rtudor@att.net> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 12:00 AM 2/2/00 -0500, Ed Tanton wrote: 
>Bottom Line: The RA-17C is a WONDERFUL receiver-as I had been told. 


I must agree with you 100%, Ed. The RA.17 (L in my case) is a fabulous 
radio. My favorite, actually, if i could correct a few faults in mine. 


What we need (okay, what I need) is someone to do Rippel quality work on 
the RA.17. Mine would be on their doorstep by the next UPS truck. 


Does anyone know of such a person? 
Regards, 


Dick 


Dick Dillman, W6AWO 
Chief Operator at K6KPH of the Maritime Radio Historical Society 
Collector of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Message-Id: <3.0.1.32.20000202203151.009b2310@pop3.concentric.net> 
Date: Wed, 02 Feb 2000 20:31:51 -0800 
To: Old Tube Radios <boatanchors@theporch.com> 


From: Edward Zeranski <ezeran@concentric.net> 
Subject: BE-65 from Sunday's swapmeet 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


The BE-65 interval timer was fired off today being not quite as obnoxious 
as expected. A Signal Corps device, I thought it was for use with field 
phones which is why it was dragged home, but it seems it was a signal 
device to synchronize artillery fire from a remote location. What it boiled 
down to was a glorified car horn controlled over slash wire through a 
relay. The sound??? Remember VW van horns back abt 1967?? Pretty darn 
close! It will probably retire to a life as a doorbell at our adobe in 
Borrego springs...no more ‘Long Tom', 105 or mortar volleys...just 
bothering whoever pushes the button. 

Ed Zeranski This is a private opinion or statement. 
home email: ezeran@cris.com , ICQ # 3255293 


Date: Thu, 03 Feb 2000 05:37:59 -0500 (EST) 
From: MODSTEPH@ACS.EKU.EDU 

Subject: FT-200 help, please 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <Q1LJILGK9BYGQAQO3IKN@ACS.EKU.EDU> 
MIME-version: 1.0 

Content-type: TEXT/PLAIN; CHARSET=US-ASCII 


A local kid picked up a Yaesu FT-200 somewhere and wants to get 
it on the air. He has just earned his Tech-plus license and was 
hoping to get it on for this weekend's CX, but it is not working. He 
heard that I worked on radios and asked me to take a look at it... 


It is a hybrid rig with about a dozen tubes (all check good), 
and comes with no papers or book. (does have power supply/speaker 
combo) . 


There is nothing coming from the speaker but very faint hum, 
even at full volume. I have been able to detect a low-level signal 
on 80 but it does not get through to the final stages on transmit. 
So far nothing heard (xmt) on 40, haven't tried 20-15-10 except 
on receive. B+ is good, but no dip on final (signal not getting 
to it). 


I could sure use the book, a schematic, any tips, etc. It is 
in decent physical shape (other than smelling of its smoker previous 
owner) and all controls physically seem to be operating just fine. 


I have heard that it is the same as the Tempo One - anyone know 
for sure? Will Tempo One manual/schematic do me as much good as 


ones for the FT-200? Anyone got any I might borrow/beg/copy? 
TIA, 


Al N5AIT 
. and don't forget that this coming Sunday, 6 Feb, is CX! 


From: "Andrew Emmerson" <midshires@cix.co.uk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Why 127V 
Date: Thu, 3 Feb 2000 10:47:38 -0000 
Message-ID: <LPBBLODBJBMILDDOJCPFMEBBCJAA.midshires@cix.co.uk> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


A friend has asked "Do you know how the Americans arrived at the figure of 
117V for AC power distribution? I know that parts of Europe used to use 127V 
but that was easy, it works at 1 over root 3 of 220V, i.e the phase/neutral 
voltage of a 220V 3 

phase system. Doing the same sums with 117 gives 202.6V. Working back from 
200V gives 115.5V." 


I'd love to give him a definitive answer! 


73, 
Andy G8PTH. 


From: "Andrew Emmerson" <midshires@cix.co.uk> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Microphone Flags 
Date: Thu, 3 Feb 2000 13:17:26 -0000 
Message-ID: <LPBBLODBJBMILDDOJCPFKEBFCJAA.midshires@cix.co.uk> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


One person offering these was fnocera@ix.netcom.com 
73 


Andy 
G8PTH 


From: owner-boatanchors@theporch.com 
[mailto:owner-boatanchors@theporch.com]On Behalf Of Andrew E. Howard, 
Sr. 

Sent: 31 January 2000 00:21 

To: Old Tube Radios 

Cc: LIST, BA QTH NET; LIST, POST BOATANCHORS 

Subject: Microphone Flags 


Hello to all, 


Does anyone have the name and address of the fellow in California that 
makes the cast aluminum microphone flags. Some are made to fit the 44BXx, 
77DX and V2A. I recently acquired a BC-250GY transmitter from my hometown 
and would like to have a flag made for the original callsign WBBQ. I use an 
ElectroVoice V2A velocity mike. I had this guy's information but during 
last year's move . 


Thanks for any and all help. 


Regards, 


Andrew E. (Andy) Howard, Sr., WA4KCY 

133 Cartbody Road 

Carrollton, Georgia 30116 

Telephone 770-832-0202 

AMI #9 - Southeastern Division Director 

Web Page URL - 

http: //ourworld.compuserve.com/homepages/sweetbay 
<>< 


Message-ID: <006801bf6e5a$ab3bd3c0$6d3129d8@tneltcds> 
From: "Richard Brunner" <rbrunner@gis.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Why 127 Volts 
Date: Thu, 3 Feb 2000 10:18:18 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


"A friend has asked "Do you know how the Americans arrived at the figure of 
117V for AC power distribution? I know that parts of Europe used to use 127V 


but that was easy, it works at 1 over root 3 of 220V, i.e the phase/neutral 
voltage of a 220V 3 
phase system. Doing the same sums with 117 gives 202.6V. Working back from 
200V gives 115.5V." 


In Europe, domestic distribution is often 3-phase at 220Y/127 volts, thus 
220 volts is available 3-phase and single-phase, and 127 volts single-phase, 
phase to neutral. In America, domestic distribution is single-phase 
120/240 volt, which is brought into your house as nominal 120/240 volt. 

117 volts is the "Application Voltage," measured at the load, but the 
voltage at the transformer remains 120 volts. 208Y/120 is also a 
legitimate but decreasing industrial usage; most applications today are 
480Y/277, wherein 277 volts is also used for lighting. Actually, rated or 
nominal voltage is seldom seen. It is usually higher or lower. 


Richard Brunner, AA1P, rbrunner@gis.net 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Thu, 3 Feb 2000 09:31:36 -0600 

Subject: Re: Why 127V 

Message-ID: <20000203 .093229. -243887.5.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: JACK Iverson <jackiv@juno.com> 


ANDY-- here in the western colonies we have several distribution systems. 
the most common in residential areas is the single phase 120/240 system. 
the nominal average is called 117v. actually from 115 tO 120, this is 
where the 117 comes from. In large apartment buildings you will find a 3 
phase system at 120/208, 
again the nominal will be 117/200. In small industrial areas you will 
find the 120/208 and its big brother 277/480. Or in larger factories 
2300/4160. confusing?? We have always thought so, in fact there is 
another called 120/240 4 wire 3 phase where the unbalanced voltages can 
go to 290 in some cases, of course these are all 60 cycles, don't that 
hertz. enough?? 

Jack Iverson KOEWU 


On Thu, 3 Feb 2000 10:47:38 -0000 "Andrew Emmerson" <midshires@cix.co.uk> 
writes: 

> A friend has asked "Do you know how the Americans arrived at the 

> figure of 

> 117V for AC power distribution? I know that parts of Europe used to 


> use 127V 

> but that was easy, it works at 1 over root 3 of 220V, i.e the 
> phase/neutral 

> voltage of a 220V 3 

> phase system. Doing the same sums with 117 gives 202.6V. Working 
> back from 

> 200V gives 115.5V." 

> 

> I'd love to give him a definitive answer! 

> 

> 73, 

> Andy G8PTH. 

> 


Message-ID: <3899A3EB.397FE9D8@ix.netcom. com> 
Date: Thu, 03 Feb 2000 09:51:07 -0600 

From: David Stinson <arc5@ix.netcom.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: AN/CRD-5 Direction Finding Set 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Does anyone have information concerning the 
AN/CRD-5 DF set? I have an interesting transmitter 
here- ART-19. 


Seems the U.S. developed a copy of the V-1 buzzbomb, 

called the "JB-1." The transmitter fed a trailing antenna 

and sent a short CW ID followed by a carrier. 

AN/CRD-5 DF sets tracked the missle for flight tests and recovery. 
I'd like to have some info on the receiving set for my 
documentation. 


TNX ES 73 DE Dave Stinson AB5S 


Message-Id: <3.0.1.32.20000203124500.006e7bb4@blue.weeg.uiowa.edu> 
Date: Thu, 03 Feb 2000 12:45:00 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Allan Culbert <Allan-Culbert@uiowa.edu> 

Subject: PILOT WASP 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


BAers, 


I have recently come into the possession of an old vintage (circa 1930?) 
receiver. The only clue as to its lineage is the box containing the plug-in 
coils for it which has a printed label "Coil set for Pilot Wasp". 


Can anyone provide some information on this radio and / or where I might 
find some information including a circuit schematic? 


Thanks in advance. 
73 


Al, KOAL 


Date: Thu, 3 Feb 2000 13:52:49 -0500 
From: BEN NOCK <G4BXD@compusetrve.com> 
Subject: RAF Indicator 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <200002031353_MC2-979D-830F@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


I am looking for the circuit of Indicator Unit Type 6E. 


ex RAF and WWII vintage. = 


cheers, Ben G4BXD 


DD>>>> >>> >>> >>> >>> >> << KKK KKK KK 
www.qsl.net/g4bxd 
have you started your MM 2000 Award logging yet ? 


End o£ BOATANCHORS Digest 2796 
KKKKKKKKKKK KKK AKER KIRK 


